BEFORE BEGINNING INSTALLATION, READ ALL INSTRUCTIONS

INSTALLATION INSTRUCTIONS

1- REMOVE THE EXISTING SUN VISOR,

2- !{Nﬁ;glﬁlﬁ THRE BRACKETS IN THE EXISTING HOLES ONTO THE CAB, USING THE EXISTING
ARE.

3- MARK BRACKETS MISSING HOLES ON CAB.

ATTENTION
REMOVE BRACKETS TO PREVENT DAMAGE
4- DRILL BRACKETS MISSING HOLES AT 'z IN, AND INSERT WELLNUTS.
5- REINSTALL BRACKETS.
é- TEMPORARILY INSTALL THE SUN VISOR ONTO THE BRACKETS.
7- AT BOTH ENDS REMOVE DOOR GASCKETS AND PUSH THE SUN VISOR
IN PLACE AND MARK HOLES IN DOOR FRAME.

ATTENTION
REMOVE SUN VISOR TO PREVENT DAMAGE
8- DRILL THE PREVIOUSLY MARKED OUT HOLES AT 25/64" (.390625") IN. DIA.,
9- INSERT THE THREADED INSERTS.
15- REINSTALL THE SUN VISOR ON THE CAB.
17- TIGHTEN ALL BOLTS AND SCREWS FIRMLY.
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